Single Layer Flexible PWB Data Sheet

Please provide the following information for Single Layer Flexible PWB:
	
	Base Material's Recognized Parameters


	Your Desired PWB Parameters



	1.
	Flexible PWB Type Designation
	
	

	2a.
	Base Film
	Manufacturer
	
	

	
	
	UL File Number 
	
	

	
	
	Base Film Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.)
	
	

	
	
	Integral with Adhesive (Yes or No).  If “No”, please provide adhesive information in Item 2b
	
	

	2b.
	Base Film Adhesive


	Manufacturer
	
	

	
	
	UL File Number 
	
	

	
	
	Base Film Adhesive Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.)
	
	

	2c.
	Base Film/Adhesive Thickness Correlation


	Base File Minimum Thickness (mm or in.)
	
	Adhesive Minimum Thickness (mm or in.)
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.)
	

	
	
	Base File Maximum Thickness (mm or in.)

	
	Adhesive Minimum Thickness (mm or in.)
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.)
	

	3a
	Coverlay
	Manufacturer
	
	

	
	
	UL File Number 
	
	

	
	
	Coverlay Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.)
	
	

	
	
	Integral with Adhesive (Yes or No).  If “No”, please provide adhesive information listed in Item 3b
	
	

	3b.
	Coverlay Adhesive
	Manufacturer
	
	

	
	
	UL File Number 
	
	

	
	
	Coverlay Adhesive Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.)
	
	

	3c.
	Coverlay/Adhesive Thickness Correlation

	Coverlay Minimum Thickness (mm or in.) 

	
	Adhesive Minimum Thickness (mm or in.) 
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.)
	

	
	
	Coverlay Maximum Thickness (mm or in.)

	
	Adhesive Minimum Thickness (mm or in.) 
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.) 
	

	4.
	Covercoat
	Manufacturer
	
	

	
	
	UL File Number 
	
	

	
	
	Covercoat Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.) 
	
	

	5a.
	Stiffener

(see footnote 1)


	Manufacturer
	
	

	
	
	UL File Number   
	
	

	
	
	Stiffener Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.)
	
	

	
	
	Integral with Adhesive (Yes or No).  If not, please provide adhesive information listed in Item 5b
	
	

	5b.
	Stiffener Adhesive

(see footnote 1)

	Manufacturer
	
	

	
	
	UL File Number  
	
	

	
	
	Stiffener Designation
	
	

	
	
	Minimum AND Maximum Thickness (mm or in.) 
	
	

	5c.
	Stiffener/Adhesive Thickness Correlation

	Stiffener Minimum Thickness (mm or in.)
	
	Adhesive Minimum Thickness (mm or in.)
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.) 
	

	
	
	Stiffener Maximum Thickness (mm or in.)
	
	Adhesive Minimum Thickness (mm or in.) 
	

	
	
	
	
	Adhesive Maximum Thickness (mm or in.)
	

	6.
	Copper Weight or Thickness
	Minimum Thickness (micron or oz/ft2)
	
	

	
	
	Maximum Thickness (micron or oz/ft2)
	
	

	7.
	No. of Clad Sides
	(SS or DS)
	
	

	8.
	Maximum Operating Temperature (oC) 
	
	

	9.
	Soldering Limits
	a. Temperature (oC) 
	
	

	
	
	b. Time (seconds) 
	
	

	10.
	Pattern Limits 

	a. Minimum Conductor Width (mm/in.)
	
	

	
	
	b. Maximum Unpierced Area Diameter (mm/in.)  
	
	

	
	
	c. Minimum Edge Conductor Width (mm/in.)       
	
	

	11.
	Manufacturing Process Designation (e.g. A or B) 
	
	

	12.
	UL 94 Flammability Class (e.g. V-0, V-1, VTM-0, VTM-1, etc.)
	
	


Note:
1. 
IN ZPXK2 CCN, the stiffener and its adhesive may OR may not be evaluated, if the combination is not evaluated, we will not list them in the UL File, and System Component Symbol (SCS) and Size Class Number (SCN) are required to mark on the board to alert the users that are some unevaluated materials on the board.  If you wish to evaluate it and its adhesive, please advise the company information and material designation of them.
2. If a new process is involved, please provide a complete description of your intended manufacturing process.

3.
If more than one laminate is used, please attach additional copies.

4.
Unless otherwise indicated, please provide dimensions in mm or in.

5.
Do not write in shaded areas.
